


Serial No Required specification Spcification Compli

ance

Spcification Compli

ance

Spcification Compli

ance

Basic Requirments

1. Honeycomb Tabletop (Magnetic)

Size:1800mm x 900mm

Thickness: 200mm 2 Nos.  

 Rigid Support for above tabletop

Height: 700mm

Total working height including Table top and support = 900mm 2 

Nos.  

2. Honeycomb Tabletop (Magnetic)

Size: 900mm x 900mm (possibility of extension)

Thickness: 200mm 1 Nos.  

 Passive Vibration Isolated support for above tabletop 

(Interconnected legs)

Height: 700mm

The working height including tabletop and support = 900mm 1 Nos. 

3. Honeycomb Breadboard- Magnetic

Size: 900mm x 600mm

Thickness: 200mm 3 Nos.  

1. Honeycomb Tabletop (Magnetic)

    - Size:1800 mm x 900 mm

    - Thickness: 200 mm 2 Nos.  

     Rigid Support shall be provided for above tabletop 

Height: 700 mm

 Total working height including Table top and support = 900 

mm (2 Nos.)  

2. Honeycomb Tabletop (Magnetic)

    - Size: 900 mm x 900 mm (possibility of extension)

    - Thickness: 200 mm 1 Nos.  

  Passive Vibration Isolated support shall be provided for 

above tabletop (Interconnected legs)

    - Height: 700 mm

   - The working height including tabletop and support = 900 

mm (1 Nos.) 

3. Honeycomb Breadboard- Magnetic

    - Size: 900 mm x 600 mm

    - Thickness: 200 mm (3 Nos.)  

Yes 1. Honeycomb Tabletop (Magnetic)

Size:1800mm x 900mm

Thickness: 200mm 2 Nos.  

 Rigid Support for above tabletop

Height: 700mm

Total working height including Table top and support = 900mm 

2 Nos.  

2. Honeycomb Tabletop (Magnetic)

Size: 900mm x 900mm (possibility of extension)

Thickness: 200mm 1 Nos.  

 Passive Vibration Isolated support for above tabletop 

(Interconnected legs)

Height: 700mm

The working height including tabletop and support = 900mm 1 

Nos. 

3. Honeycomb Breadboard- Magnetic

Size: 900mm x 600mm

Thickness: 200mm 3 Nos.  

Yes 1. Honeycomb Tabletop (Magnetic)

    - Size:1800 mm x 900 mm

    - Thickness: 200 mm 2 Nos.  

     Rigid Support shall be provided for above tabletop 

Height: 700 mm

 Total working height including Table top and support = 

900 mm (2 Nos.)  

2. Honeycomb Tabletop (Magnetic)

    - Size: 900 mm x 900 mm (possibility of extension)

    - Thickness: 200 mm 1 Nos.  

  Passive Vibration Isolated support shall be provided 

for above tabletop (Interconnected legs)

    - Height: 700 mm

   - The working height including tabletop and support = 

900 mm (1 Nos.) 

3. Honeycomb Breadboard- Magnetic

    - Size: 900 mm x 600 mm

    - Thickness: 200 mm (3 Nos.)  

Yes

Honeycomb Table Top
Top Skin  5mm thick magnetic SS  5mm thick magnetic SS yes  5mm thick magnetic SS yes  Yes, 5 mm thick magnetic SS yes

Bottom Skin  5mm thick epoxy coated MS  5mm thick epoxy coated MS yes  5mm thick epoxy coated MS yes  Yes, 5 mm thick epoxy coated MS yes

Core  Honeycomb core made of 0.3mm aluminium sheet  Honeycomb core made of 0.3mm aluminium sheet yes  Honeycomb core made of 0.3mm aluminium sheet yes  Yes, Honeycomb core made of 0.3 mm aluminium sheet yes

Core cell size  6sq.cm (Approx.)  6sq.cm (Approx.) yes  6sq.cm (Approx.) yes Yes, 6 sq.cm (Approx.) yes

Flatness of the top  +/- 0.1mm over 300mm x 300mm area (non-cumulative error)  +/- 0.1mm over 300mm x 300mm area (non-cumulative error)
yes

 +/- 0.1mm over 300mm x 300mm area (non-cumulative error)
yes  Yes, +/- 0.1 mm over 300 mm x 300 mm area (non-cumulative 

error)

yes

Mounting holes  M6 tapped holes on top on 25mm grid  M6 tapped holes on top on 25mm grid yes  M6 tapped holes on top on 25mm grid yes  Yes, M6 tapped holes on top on 25 mm grid yes

Distance of the first raw of mounting 

holes from the edge  37.5mm  37.5mm
yes

 37.5mm
yes

Yes, 37.5 mm
yes

Nylon cups are fixed under each 

tapped hole for the protection of the 

core Bonding  By custom semi-solid epoxy  By custom semi-solid epoxy

yes

 By custom semi-solid epoxy

yes

Shall be provided by custom semi-solid epoxy

yes

Side walls  Compressed wooden particle boards to dampen acoustic vibrations 

 Compressed wooden particle boards to dampen acoustic 

vibrations 

 Compressed wooden particle boards to dampen acoustic 

vibrations 
Side wall shall be provided made of compressed wooden 

particle boards to dampen acoustic vibrations 

Side wall finish  Black mat finish by black foam sheet  Black mat finish by black foam sheet
yes

 Black mat finish by black foam sheet
yes Finishing of side wall shall be black mat finish by black foam 

sheet

yes

Passive Vibration Isolation support 

for the above tabletop 

(Interconnected legs)

Passive Vibration Isolation support 

for the above tabletop 

(Interconnected legs)

The isolated legs are interconnected by pneumatic tubes for air 

filling. Air can be filled in the inlet value in one of the isolators, once 

the air is pumped using a compressor, it is uniformly distributed to 

all the isolator legs. The pressure of air to be filled is 25-35 PSI. Air 

filters is provided to supply moist free air to the system to avoid 

condensation in air. Air is needed to be filled in the legs once in a 

week.

Isolated supports isolates the table top from vertical and horizontal 

disturbances. The system has vertical and horizontal natural 

frequencies of 4-8 Hz and effectively isolates vibrations in the critical 

range of 10-50Hz. Portable electric air compressor is supplied along 

with the system.

The isolated legs are interconnected by pneumatic tubes for air 

filling. Air can be filled in the inlet value in one of the isolators, 

once the air is pumped using a compressor, it is uniformly 

distributed to all the isolator legs. The pressure of air to be filled 

is 25-35 PSI. Air filters is provided to supply moist free air to the 

system to avoid condensation in air. Air is needed to be filled in 

the legs once in a week.

Isolated supports isolates the table top from vertical and 

horizontal disturbances. The system has vertical and horizontal 

natural frequencies of 4-8 Hz and effectively isolates vibrations in 

the critical range of 10-50Hz. Portable electric air compressor is 

supplied along with the system.

yes The isolated legs are interconnected by pneumatic tubes for air 

filling. Air can be filled in the inlet value in one of the isolators, 

once the air is pumped using a compressor, it is uniformly 

distributed to all the isolator legs. The pressure of air to be filled 

is 25-35 PSI. Air filters is provided to supply moist free air to the 

system to avoid condensation in air. Air is needed to be filled in 

the legs once in a week.

Isolated supports isolates the table top from vertical and 

horizontal disturbances. The system has vertical and horizontal 

natural frequencies of 4-8 Hz and effectively isolates vibrations 

in the critical range of 10-50Hz. Portable electric air compressor 

is supplied along with the system.

yes

The isolated legs shall be interconnected by pneumatic tubes 

for air filling. Air shall be filled in the inlet value in one of the 

isolators, once the air is pumped using a compressor, it is 

uniformly distributed to all the isolator legs. The pressure of air 

to be filled is 25-35 PSI. Air filters shall be  provided to supply 

moist free air to the system to avoid condensation in air. Air 

shal be needed to be filled in the legs once in a week.

Isolated supports isolates the table top from vertical and 

horizontal disturbances. The system shall be vertical and 

horizontal natural frequencies of 4-8 Hz and effectively isolates 

vibrations in the critical range of 10-50Hz. Portable electric air 

compressor shall be supplied along with the system.

yes

Rigid tabletop Support (RTS Series)

Rigid tabletop Support (RTS Series)

This support system has four vertical members made from 100mm 

x100mm steel tube and eight horizontal members made from 50mm 

x 50mm steel tubes. These members can be joined by nuts and bolts 

at the lab site. The honeycomb surface rests on four heavy-duty 

bolts on the top of the support system, which can also be adjusted 

for levelling. The adjustment range is +/- 5mm. The support system 

is given moonlight finish by epoxy paint.

This support system has four vertical members made from 

100mm x100mm steel tube and eight horizontal members made 

from 50mm x 50mm steel tubes. These members can be joined 

by nuts and bolts at the lab site. The honeycomb surface rests on 

four heavy-duty bolts on the top of the support system, which 

can also be adjusted for levelling. The adjustment range is +/- 

5mm. The support system is given moonlight finish by epoxy 

paint.

yes This support system has four vertical members made from 

100mm x100mm steel tube and eight horizontal members made 

from 50mm x 50mm steel tubes. These members can be joined 

by nuts and bolts at the lab site. The honeycomb surface rests 

on four heavy-duty bolts on the top of the support system, 

which can also be adjusted for levelling. The adjustment range 

is +/- 5mm. The support system is given moonlight finish by 

epoxy paint.

yes
This support system shall have four vertical members made 

from 100 mm x100 mm steel tube and eight horizontal 

members made from 50 mm x 50 mm steel tubes. These 

members can be joined by nuts and bolts at the lab site. The 

honeycomb surface rests on four heavy-duty bolts on the top 

of the support system, which can also be adjusted for levelling. 

The adjustment range is +/- 5mm. The support system is given 

moonlight finish by epoxy paint.

yes

Honey comb Bread board

Top Skin  5 mm thick magnetic SS  5 mm thick magnetic SS yes  5 mm thick magnetic SS yes  Yes, 5 mm thick magnetic SS yes

ARCOM SHREE ENTERPRISES RK ENTERPRIZE

E-tender No. NC-000056-12-R&D-NIS-5.03-01-20-21



Bottom Skin  5 mm thick epoxy coated MS  5 mm thick epoxy coated MS yes  5 mm thick epoxy coated MS yes  Yes, 5 mm thick epoxy coated MS yes

Core  Honeycomb core made of 0.3 mm Aluminium sheet  Honeycomb core made of 0.3 mm Aluminium sheet yes  Honeycomb core made of 0.3 mm Aluminium sheet yes  Yes, Honeycomb core made of 0.3 mm Aluminium sheet yes

Core cell size  6 sq.cm (approx.)  6 sq.cm (approx.) yes  6 sq.cm (approx.) yes Yes,  6 sq.cm (approx.) yes

Flatness of the top +/- 0.1 mm over 300 mm x 300 mm area (non-cumulative error) +/- 0.1 mm over 300 mm x 300 mm area (non-cumulative error) yes +/- 0.1 mm over 300 mm x 300 mm area (non-cumulative error) yes Yes, +/- 0.1 mm over 300 mm x 300 mm area (non-

cumulative error)

yes

Mounting holes M6 tapped holes on top on 25mm grid M6 tapped holes on top on 25mm grid yes M6 tapped holes on top on 25mm grid yes Yes, M6 tapped holes on top on 25mm grid yes

Distance of the first raw of mounting 

holes from the edge

37.5mm 37.5mm yes 37.5mm yes Yes, 37.5mm yes

Nylon cups are fixed under each 

tapped hole for the protection of the 

core Bonding

By custom semi-solid epoxy By custom semi-solid epoxy yes By custom semi-solid epoxy yes Yes, shall be provided by custom semi-solid epoxy yes

Side walls Compressed wooden particle boards to dampen acoustic vibrations Compressed wooden particle boards to dampen acoustic 

vibrations

yes Compressed wooden particle boards to dampen acoustic 

vibrations

yes Compressed wooden particle boards to dampen acoustic 

vibrations

yes

Side wall finish Black mat finish by black foam sheet Black mat finish by black foam sheet yes Black mat finish by black foam sheet yes Side walll finish shall be black mat finish by black foam 

sheet

yes

Make sandvic componets yes HOLMARC yes sandvic componets yes

Supplied to other Govt. 

Research/Education Institutes

Honeycomb Optical Table :IIT, Bombay                            

Optical Table Setup : RRCAT, Indore,         Optical Table 

Vibration Isolation:IIT, Delhi, Honeycomb Optical Table:NIT, 

Delhi,        Optical Table Setup:IISER, Kolkata

yes YES, PLEASE REFER TO OUR TECHNICAL DOCUMENTS 

SUBMITTED

yes Yes, OEM Sandvic is spplied Optical Tables to DRDO Labs 

(LASTEC ) and other govt. organizations and universities. 

If, required we will share the details after requesting the 

OEM.

yes

Warranty 12 Months against manufacturing defects yes 12 months yes We hereby confirm that above items shall carry one year 

onsite full comprehensive free warranty.

yes


